2024

Steps

MOTORISED STEPS

Fit Guide - Thule Slide-Out Step 226
Thule Slide-Out Step G2 12V 228
Thule Slide-Out Step G2 12V Ducato | Jumper | Boxer Euro 6D 230
Thule Slide-Out Step G2 12V Crafter 2017 232
Thule Single Step V15 12V 234
Thule Single Step Compact 12V 236
Thule Double Step 12V 238
ACCESSORIES FOR MOTORISED SLIDE-OUT STEPS

Thule Relay Kit for Step 12V 240
Thule Control Box for Step 12V 240
Thule LED Kit for Slide-Out Step 241
Mounting Kit for Thule Slide-Out G2 12V 242
MANUAL STEPS

Thule Single Step Manual 244
Thule Slide-Out Step Manual 246

225

(4]
Q
[}
=3
(2]



a0

amd
J21uds Jo) 0SS /10T 49uuds
/I8yeiD 9 AZLd1S INO

0SS -
/10T 48eiD 29 AZL d93S INO

-PIIS 104 3¥ BURUNO BINY L
-9PIIS 404 1Y BURUNON BNy L
668L0S 868L0S <8810s 6£8l0S
£10T > Joyeid pue
19]SEe|A JO. Joxog Jedwinr 03eon
0Lz 4215eIN 0§ /UM JOAIAS 10 g r 03eong
79 AZL 1S IN0-8pP!IS 26 AZL 4515 1NO-0PIS 79 AZL 9835 IN0-8pIS
4104 3 BURUNO BINY L. X uoRe|ieIsuU| BNy L
Z8810¢ 404 3bt BuBUINO BINUL ££810%
18810S
7102 > AM4 00£/00Y - £10T 4o1eid
sUeI| J0j 79 AZL d93S INO T9 AZL de3S INO-8pIIS 404
-9pPI|S 40} 3% BUIUNO|A 8Ny | UM BUUNOIA BINY L
£88L0< 8/810%
00/ /10T Joyeid 00/ °anrnd
da: nO-oapIS N
O0LeoAcl ohwmomo PHS eIl 79 AZLOIS INO-9PIS BINYL | 29 AZL de3s IN0O-9pIS 9Nyl 00L
9¥810< £¥8l0g
0SS /10T 423unds/seyend 0SS /10T 4oyeid 0SS oanrng
da: nO-opI|S 3N
055 oA mmwmomo PIS eIl 79 ATL RIS INO-8PIS BNYL | 2D AZL RIS INO-8PIS BINUL | ZD AZL 9IS INO-8pIS 3Nyl 0SS
S8l0g S¥8l0g zr8los
00V /10T Joyeid 00 ognrng
de nO-opI|S N
0oV eo At wmw_wmo PIS SNt 29 AZLARIS INO-0PIS BINUL | 29 AZLORIS INO-8PIS BINUL 00
¥8l0S Lr8L0S
L20Z £O wol4
£L0Z -9002 220T < ouenrol [9do
amv amd 2202 > ouenol [2do / SO 19e1D usbemsy|oA 102 < 10T < Jadwinr ugoad
Jisuel] piod Jsuel) piod 19)sey Jneusy -9002 /SO AMV / AM4 123ulds sapadiop J191e1D UDBRMSY|OA laxog joabnad
B B dMy 19unds sapadia

29 da1s INO-9pIIS 3INYL - PIND 4

ojeonq ielq

1] uonejieIsu|

dais

226



<
~N
o
N

sdeis

L0Zg0g

9¢ obed 89S PapNn|dul J0U 1Y BUIIUNO|A,,

siainjoeNUBW 4Oy AlUO

lled
Uo ied [IN4 00 oanrnd
AZLTO de1S IN0-9pPIIS BNy L
95810g

) =0T 18]/ed U olled U
S OZ #°I1Pd 1O I IO 38lled UO W/N 00 09nrna
« N 00z O0Z LIOZ 15U8I AZLZO 9IS INO-9PISANUL 0O
2 1S INO-2p! Sy, | AGLEO deIs IN0-9pIS BnyL AZLZ9 915 IN0-3pIIS BINYL bo8los
zozsos 6v8l0S 858108
.02 19led U
oz ww% o 18lled UO 00£ 09nFNa
da: NO-9pIIS aN!
ATLZ9 0815 IN0-3PIS BINUL Ao Wmﬂwm PIS SInL
6v8L0s
, 1Bled
zq uo I1ey IIN4 0S5 °anrng u
) dois NG AZLZ9 915 IN0-3PIIS BINYL o
00zz0g 0T 18]1ed UO lled UO lled o 558102
085 085 M4 Je1unds 086 £10Z 1o1eiD 055
AZLZO 4915 IN0-8PIS BINUL | AZLZD 9835 IN0-9PIIS INYL | AZLZO deIs INO-8pIS Ny L
oz led U 8v8l0s 098108 158108
0¢ Wm:ma © 18lled UO 08S 0anrna
de3s INO-9p!IS 9N
AZLZ9 915 IN0-3PIS BINUL Aeteo uwmwam PHS SIndL
8v810s
18lled UO /N 00¥ 0anrna
AZLZ9 4935 IN0-8PIIS BINYL
158108
0Z 13[ed UO
oov
AZLZ9 4935 IN0-8pIIS BNy L ooy
1v8108
18lled UO 0¥ 0aNrNa
AZLZ9 4815 IN0-8PIIS BNy L
0s810s
LZ20Z £O woid4
£102-9002 2202 < ouerol [2dO
amv amd 2202 > oueAo [2dO / SO 49YeID usbems)|oA £10C < £102 < Jadwinf ugoayd
Jisuel] pio4 Jisuel] pio4 19)Se Jneudy -900Z /S0 AMv / AMA4 191ulids sapadiap J9}eID USBRMSY|OA Joxog j096nad
B B aAMY Jajulids sepadiop ojeosnq jeld

,X0q JISNID/19]|ed UQ - 29 dais INO-9PIIS dNYL - PIND 3

227



INFORMATION
e  Motor / Manual 12V Motor
° Material Corrugated anodised aluminium

USP’S

° Reduced weight

° Stronger and more reliable Slide-Out Step

° Better integration of the Slide-Out Step on the vehicle
° Easy and toolless removal of the footboard

FEATURES

e The load capacity exceeds by far the European norm 2001/85/EG (RV DIN EN 1646-1)

e  Smart and stable installation

e  Fasy manual activation without tools in case of power failure

° Conformity with EC Norm 74/485/EEG: no sharp edges at front side

° Patented cable outlet + hook allowing more protection and flexibility during installation

e  Better protection for dust infiltration: integrated brushes, cable outlet, lip profile

e  Anti-slip security with safety walk

e A switch for the connection of an optional warning lamp or relay in the vehicle is supplied as standard, making it
impossible to drive away with the step still out

e Conform to the EMC and CE standards

e  Accessory: retrofit and integrated LED solution

DIMENSIONS
Type Step width Total width Weight
400 407 mm 452 mm 5.8 kg
550 552 mm 597 mm 6.6 kg
700 707 mm 752 mm 7.7 kg

228



2024

(452) 597 (752)

(4361 581 (736!

(407) 552 (707)

160
229
310
330
360

255 |

ACCESSORIES

Thule Relay Kit for Step 12V
Thule Control Box for Step 12V
Thule LED Kit for Slide-Out Step
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301838 Thule Slide-Out Step G2 12V 400mm - single packed with switch
301839 Thule Slide-Out Step G2 12V 550mm - single packed with switch
301840 Thule Slide-Out Step G2 12V 700mm - single packed with switch
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Thule Slide-Out Step G2 12V

Ducato | Jumper | Boxer Euro 6D

INFO
e  Motor / Manual 12V Motor
° Material Corrugated anodised aluminium

USP’S

° Euro 6D compatible and reduced in weight

° Stronger and more reliable Slide-Out step

° Better integration of the Slide-Out Step on a van
° Easy and toolless removal of the footboard

FEATURES

e The load capacity exceeds by far the European norm 2001/85/EG (RV DIN EN 1646-1)

° Smart and stable installation on a Ducato, Jumper or Boxer van

° Easy manual activation without tools in case of power failure

e  Conformity with EC Norm 74/485/EEG: no sharp edges at front side

° Patented cable outlet + hook allowing more protection and flexibility during installation

° Better protection for dust infiltration: integrated brushes, cable outlet, lip profile

e  Anti-slip security with safety walk

° A switch for the connection of an optional warning lamp or relay in the vehicle is supplied as standard, making it
impossible to drive away with the step still out

e Conform to the EMC and CE standards

° Accessory: Retrofit and integrated LED solution

DIMENSIONS
: ) Distance between the )
Type Step width Total width fixation parts Weight
400 407 mm 452 mm 300 +- 1.5 mm 5.8 kg
550 552 mm 597 mm 445 +-15 mm 6.5 kg
700 707 mm 752 mm 600 +- 1.5 mm 7.5 kg
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ACCESSORIES

Thule Relay Kit for Step 12V
Thule Control Box for Step 12V
Thule LED Kit for Slide-Out Step

263

301841 Thule Slide-Out Step G2 12V Ducato | Jumper | Boxer 400
301842 Thule Slide-Out Step G2 12V Ducato | Jumper | Boxer 550
301843 Thule Slide-Out Step G2 12V Ducato | Jumper | Boxer 700
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Thule Slide-Out Step G2 12V
Crafter 2017

INFORMATION
e  Motor / Manual 12V Motor

° Material Corrugated anodised aluminium

USP’S

° Reduced weight

° Stronger and more reliable Slide-Out Step

° Better integration of the Slide-Out Step on the vehicle
° Easy and toolless removal of the footboard

FEATURES

e The load capacity exceeds by far the European norm 2001/85/EG (RV DIN EN 1646-1)

° Smart and stable installation on a Volkswagen Crafter Van from 2017 onwards

° Easy manual activation without tools in case of power failure

° Conformity with EC Norm 74/485/EEG: no sharp edges at front side

° Patented cable outlet + hook allowing more protection and flexibility during installation

° Better protection for dust infiltration: integrated brushes, cable outlet, lip profile

e Anti-slip security with safety walk

e A switch for the connection of an optional warning lamp or relay in the vehicle is supplied as standard, making it
impossible to drive away with the step still out

e Conform to the EMC and CE standards

e  Accessory: retrofit and integrated LED solution

DIMENSIONS
Type Step width Total width Weight
400 407 mm 452 mm 5.8 kg
550 552 mm 597 mm 6.5 kg
700 707 mm 752 mm 7.5 kg
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ACCESSORIES

e  Thule Relay Kit for Step 12V

e  Thule Control Box for Step 12V

e  Thule LED Kit for Slide-Out Step

301844 Thule Slide-Out Step G2 12V Crafter 400
301845 Thule Slide-Out Step G2 12V Crafter 550
301846 Thule Slide-Out Step G2 12V Crafter 700
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Thule Single Step V15 12V

Type 460 & 550 Alu

INFO

« Motor / Manual
* Width

« Weight

» Material

FEATURES

12V Motor

460 mm - 550 mm
45 kg - 4.8 kg
Corrugated anodised aluminium, frame block galvanised steel

{D DO:]

* Conform to the EMV and CE standards. The formulated quality standards exceed European standard EN1646

« A switch for the connection of an optional warning lamp in the vehicle is supplied as standard, making it

impossible to drive away with the step still out

DIMENSIONS
. . Distance between the .
Type Step width Total width A — Weight
460 456 mm 453 mm 436 mm +- 2 mm 4.5 kg
550 552 mm 549 mm 532 mm +- 2 mm 4.8 kg
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ACCESSORIES
° Thule Relay Kit for Step 12V
° Thule Control Box for Step 12V
309969 Thule Single Step V1512V - 460
309968 Thule Single Step V15 12V - 550
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INFORMATION
e  Motor / Manual 12V Motor

° Material Corrugated anodised aluminium
e Width 500 mm

e Weight 51kg

USP’S

° Compact step underneath the vehicle
e  Weight of only 5.1 kg
° Improved stability under light and heavy loads up to 300 kgs

FEATURES

e  Addition of a compact model in the Thule Single Step product line-up

° Noise reduction during opening and closing of the step

° Better stability under load accomplished by reinforcements and design optimizations

° Conform to the EMV and CE standards. The formulated quality standards exceed European standards EN1646

e A switch for the connection of an optional warning lamp in the vehicle is supplied as standard, making it impos-
sible to drive away with the step still out

e  Accessories: Thule Relay Kit for Step 12V, Thule Control box for Step 12V

DIMENSIONS
. . Distance between the )
Type Step width Total width fixation parts Weight
500 495 mm 500 mm 475 mm +- 2 mm 51kg
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ACCESSORIES
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e  Thule Relay Kit for Step 12V
e  Thule Control Box for Step 12V

301888 Thule Single Step Compact 12V 500
301889 Thule Single Step Compact 12V OP
301890 Thule Single Step Compact 12V GB20
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Thule Double Step 12V

Type 380, 440 & 500 Alu

) @] D@:}

INFO

« Motor / Manual
» Width

« Weight

» Material

FEATURES

Motor
380 mm - 440 mm - 500 mm
7 kg -73kg - 76 kg
Corrugated anodised aluminium

¢ Conform to the EMV and CE standards. The formulated quality standards exceed European standard EN1646
« A switch for the connection of an optional warning lamp in the vehicle is supplied as standard, making it

impossible to drive away with the step still out

DIMENSIONS
. . Distance between the )
Type Step width Total width - Weight
380 380 mm 435 mm 410 mm +- 2 mm 7 kg
440 446 mm 501 mm 476 mm +- 2 mm 7.3 kg
500 502 mm 557 mm 532 mm +- 2 mm 7.6 kg
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ACCESSORIES
e  Thule Relay Kit for Step 12V
e  Thule Control Box for Step 12V

307571 Thule Double Step 12V - 380
307572 Thule Double Step 12V - 440
307579 Thule Double Step 12V - 500
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Thule Relay Kit for Step 12V

INFO

° Electronic relay kit for all Thule 12V entry steps

° Designed to connect to your vehicle battery to guarantee that the 12V step automatically closes when the mo-
tor starts to prevent you from driving away with the step still out

308200 Thule Relay Kit for Step 12V

Thule Control Box for Step 12V

INFO

° For automatic retraction of any Thule 12V entry step when starting the engine

° The step will open and close automatically together with the vehicle’s door for optimal comfort

° Connect to a selector switch which allows you to open the step permanently so you don’t need to open and
close the step every time

308812 Thule Control Box for Step 12V
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Thule LED Kit for Slide-Out Step G2 12V

[
Q
[}
=3
(2]

4 wh/1000h

USP’S

* Integrated and protected LED for optimal visibility of the footboard

* Retrofit: can be installed on Thule Slide-Out Step V12 12V, Thule Slide-Out Step V18 12V, Thule Slide-Out Step V19
12V Ducato | Jumper | Boxer and Thule Slide-Out Step V19 12V Crafter 2017

FEATURES
* |P67: protected for dust infiltration and the effects of immersion in water to 1T meter
» 2 kits available:
- for the Thule Slide-Out Steps Standard 12V (V12/V18)
- for the Thule Slide-Out Step V19 12V Ducato | Jumper | Boxer | Crafter
* Endcaps and aluminium front profile depend on type of step
« Content:
- 2 endcaps
- front profile (670 mm)*
- quick fit lens (670 mm)*
- brush pile (670 mm)*
- LED Strip (670 mm)*
*For a 700 mm step. Cut to 515 mm for a 550 mm step. Cut to 370 mm for a 400 mm step

301477 Thule LED Kit for Slide-Out Step Standard 12V
301867 Thule LED Kit for Slide-Out Step G2 12V - Ducato | Jumper | Boxer | Crafter
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Mounting Kit for Thule Slide-Out Step G2 12V

Mounting Kit for Thule Slide-Out Step G2

Mounting Kit for Thule Slide-Out Step G2

301877 12V - Ducato | Jumper | Boxer | Euro 6D- 301878 12V - Crafter 2017 - 400,700

Temp

Mounting Kit for Thule Slide-Out Step G2 Mounting Kit for Thule Slide-Out Step G2
Stz 12V - Crafter 2017 - 550 ot 12V - Ducato < 2006

Mounting Kit for Thule Slide-Out Step G2 ) ) .
301881 | 12V - Sprinter > 05/2006 4WD/RWD | 301885 | Mounting Kit for Thule Slide-Out Step G2

Crafter 05/2006-2017

12V - Sprinter > 2017 FWD - 550
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Mounting Kit for Thule Slide-Out Step G2

Mounting Kit for Thule Slide-Out Step G2

01882 12V - Master > 2010 501883 12V - Transit < 2015
201898 | Mounting Kit for Thule Slide-Out Step G2 3018099 | Mounting Kit for Thule Slide-Out Step G2

12V - Transit > 2014 FWD

12V - Transit > 2014 AWD
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Thule Single Step V10 Manual

Type 550 Alu

{D DO:]

INFO

» Motor / Manual
* Width

.+ Weight

» Material

FEATURES

Manual

550 mm

41 kg

Corrugated anodised aluminium

« A switch for the connection of a warning lamp in the vehicle is supplied as standard, making it impossible to drive
away with the step still out

DIMENSIONS
Type Step width Weight
550 552 mm 41 kg
308766 Thule Single Step V10 Manual - 550
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Thule Slide-Out Step Manual

Type 400 Alu

INFO

» Motor / Manual Manual

+ Width 400 mm

* Weight 4.7 kg

* Material Corrugated anodised aluminium
FEATURES

* Locked in closed position
« Installation brackets: different heights: 9/35/62/88 mm

WARNING
* Not suitable for installation at the cabin door of the vehicle

DIMENSIONS
Type Step width Total width Weight
400 406 mm 485 mm 4.7 kg
307564 Thule Slide-Out Step Manual - 400
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